
Leak -> NPT Connection 
(Fluid End and Check)

Leak ->Check Body 
(Between Check Inlet/

Outlet)
Leak -> Bleeder

Remove Check. Inspect 
for Galling or Burrs

Replace If Damaged

Apply PTFE Tape, 
Reinstall and Tighten

Remove Check and 
Disassemble

Clean and Remove 
Debris

Replace Orings If 
Chipped or Worn

Reassemble Check. 
Apply PTFE Tape, 

Reinstall and Tighten

If Leak Persists, Replace 
Check Assembly 

Leak -> Packing Nut

Tighten Packing Nut ¼ 
Turn

If Leak Persists, 
Remove Plunger, 

Packing and Inspect

Premature Wear 
Signifies Chemical 

Incompatibility

Contact Support for 
Chemical Compatibility 
Report and Applicable 

Replacement Parts

Remove Bleeder. 
Inspect for Galling or 

Burrs

Replace If Damaged

Reinstall and Tighten 
Slightly
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Isolate Rate Gage -> 
Fluid Bouncing

Isolate Rate Gage -> No 
Flow

No Fluid From Bleeder

Verify Fluid End 
Orientation. Arrow 

Pointing Up

Remove Debris From 
Suction Check

Reseat Ball

Verify Plunger 
Movement

Verify Fluid End 
Orientation. Arrow 

Pointing Up and Bleed

Verify Discharge Valves 
and Piping Are Open 

and Unobstructed

Verify Suction Check Is 
Clear and Seated

No Plunger Movement

Motor Is Turning. (If 
Motor Is Not Turning, 
See Motor/Controls 

Guide)

Verify Motor Coupling 
Connection To Pump 

Housing

Remove Pump Housing 
Cover. Check 

Driveshaft Connection 
To Cam.

Verify Plunger 
Connection to Pushrod

Verify Pump Is Below 
Fluid Tank

Verify All Valves Open 
and Piping Is 

Unobstructed 

Verify Suction Check Is 
Clear 
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See Motor/Controls 

Guide)
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Connection To Pump 
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Remove Pump Housing 
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Driveshaft Connection 
To Cam.

Verify Plunger 
Connection to Pushrod

Verify Pump Is Below 
Fluid Tank

Verify All Valves Open 
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